
Pixact Pixscope 24-300

Flexibility and connectivity
Pixscope 24-300 is transportable and can be used 
for multi-location work or as a shared device for user 
groups.

Through a fl exible communication interface, signals 
from thermocouples and pressure sensors can be 
connected to the Pixact system. The system is able to 
control Heidolph stirrers and Huber/Thermo Scientifi c 
poultices enabling real-time automated process control 
and optimization based on measurement data of particle 
size, morphology and concentration. 

Pixact Process Monitoring technology is designed for the inline analysis of process suspensions involving particles, 
crystals, bubbles, and droplets etc. It can be utilized from the R&D work in the laboratory, thru scale-up in the 
pilot to the online control of batch and continuous processes in the manufacturing scale. 

The technology acquires microscopy quality images of fl owing suspension. Combined with real-time image 
analysis it yields quantitative measurement data of particle size, morphology, and concentration. 

Pixscope 24-300 is among the smallest probes in the Pixscope product family. It can be fi tted into variety of 
equipment from laboratory reactors and vessels to manufacturing scale process equipment. 
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Pixact Process Monitoring Software automatically 
controls imaging parameters to produce high-quality 
images throughout the process. Software can be set to 
analyze and classify diff erent types of objects: particles, 
bubbles, droplets and crystals of various shape (e.g. 
polygonal, fl ake- and needle-like) in images. The analysis 
results are displayed in real-time. Software includes 
fl exible reporting tools and many options for automation 
gateway.

Pixscope 24-300 can be installed through a reactor lid 
(1) or a side wall (2). Wall-installation can be applied to 
a large scale pipeline as well. The probe is compatible 
with 1” Ingold fi tting. PTFE stoppers or other custom 
fi ttings (DN25 or larger) are available on request.

Model

Probe Diameter 
(mm) 24 Flange None, Ingold 1", 

DN25, DN40, DN50, DN65 

Measurement 
Gap (mm) 3, 5 Optical windows Sapphire

Measurement 
Range (μm) 3-2000 Pressure (bar) Standard 8 bar 

High-pressure: 30 bar

Wet part 
material AISI316L, Hastelloy Environmental 

protection IP65

Temperature 
(°C)

Wet part: Std: 0-120°C
Ext-temp 1: -20-120°C
Ext-temp 2: -55-120°C

Ambient: 0-45 °C 

Sealing
FFKM

Ext-temp 2: EPDM
FDA: EPDM 
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